
Medium duty hose for delivery and discharge of liquids

PVC wall and rigid PVC helix

Material :

Soft PVC wall food grade according to EU diameter diameter

regulations and phthalate free in out

Rigid PVC helix mm mm kg/m mm bar bar m

35 43 0,595 225 9 0,90 25

Color : 40 48,6 0,760 260 9 0,90 25

Transparent wall 50 59 1,050 270 8 0,90 25

Purplish red helix 55 64,2 1,125 280 8 0,85 25

60 69,4 1,240 300 8 0,85 25

Printing : 70 80,2 1,650 380 7 0,85 25

REDSPIR SAF ЏΨ 2007/19/CE 80 92 1,875 400 7 0,85 25

Made in France 90 103 2,200 450 5 0,85 25

100 114 2,815 500 4 0,85 25

Temperature : 110 124,4 3,125 530 4 0,80 25

0°C / + 60°C 120 136 3,585 600 4 0,80 25

150 168 5,125 750 3 0,80 25

Applications : 

Delivery and suction of

liquids for food industries, Further diameters avalaible upon request.

beer, wine and alcohol up to 50%. Technical data are based on +20°C.

Viticulture.

Caracteristics :

Smooth inside, transparent wall

Food grade PVC according to EU regulations PVC without Phthalate

and phthalate free Conveyance of alcohol up to 50%

Good flexibility at low temperatures According to EU regulation

Other :

Redspir Std

Redspir Super : heavy construction
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TECHNICAL DATA

GERFLUID - REDSPIR SAF SPH

Technical data contained in this document is an average of test results and do not implicate any guarantee of our part. 
We recommend our users to test the products before installation of any specific GAP hose. 
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Hard PVC helix Soft PVC wallHard PVC helix Soft PVC wall


