
Light weight and very flexible 
TPE ducting - Spring steel wire

Material :
TPE-coated-polyester fabric
Material thickness : 0.5 mm
Spring steel wire mm kg/m mm mm bar bar m

16 0,092 0,4 10 0,45 0,25 10

Colour : 20 0,099 0,4 15 0,45 0,25 10

Black 25 0,012 0,4 18 0,45 0,20 10

30 0,148 0,4 21 0,40 0,20 10

Temperature resistance : 32 0,169 0,4 22,4 0,35 0,15 10

-40°C / + 150°C (intermittent +170°C) 35 0,173 0,4 24 0,35 0,15 10

38 0,260 0,4 26 0,35 0,15 10

Applications : 40 0,260 0,4 28 0,35 0,15 10

Suction of chemical fumes ans gases 45 0,321 0,4 33 0,35 0,12 10

even under mechanical influence, 50 0,357 0,4 35 0,35 0,10 10

air-conditioning, vehicle construction. 55 0,393 0,4 38 0,35 0,08 10

60 0,428 0,4 42 0,35 0,08 10

Properties : 63 0,484 0,4 44 0,30 0,08 10

Very good chemical resistance to fumes 65 0,484 0,4 45 0,30 0,08 10

of acids and solvents, UV and ozone 70 0,500 0,4 49 0,30 0,08 10

resistant, rot-proved. 75 0,535 0,4 53 0,20 0,07 10

80 0,597 0,4 56 0,20 0,06 10

Special constructions : 90 0,671 0,4 62 0,15 0,05 10

3 TPE AG : polyamide wire 100 0,740 0,4 70 0,15 0,05 10

110 0,820 0,4 74 0,15 0,04 10

120 0,895 0,4 82 0,15 0,04 10

125 0,932 0,4 88 0,13 0,04 10

130 0,970 0,4 92 0,13 0,04 10

140 1,044 0,4 85 0,12 0,04 10

150 1,086 0,4 97 0,11 0,04 10

160 1,158 0,4 105 0,10 0,03 10

170 1,230 0,4 125 0,10 0,03 10

180 1,303 0 130 0,09 0,03 10

200 1,788 0,4 140 0,08 0,02 10

250 2,235 0,4 175 0,07 0,02 10

300 2,682 0,4 210 0,05 0,01 10

400 3,576 0,4 280 0,04 0,01 5

500 4,470 0,4 350 0,03 0,01 5

Further diameters avalaible upon request.

Technical data are based on +20°C.

Update : 08/12/2011 version 2012

Tel: +33 4 75 01 75 75 - Fax: +33 4 75 52 02 27 - www.gap-plastomere.com - info@gap-plastomere.com

Max. Vacuum
Single 
Length

Bend. 
Radius

Max. Work. 
Pressure

GAP PLASTOMERE - ZI Sud - Chemin de Fortuneau - BP 324 - F26208 MONTELIMAR CEDEX - France

Diameter
Mat. 

Thickness
Weight

TECHNICAL DATA

GERFLAIR - 5 TPE TISSU

Technical data contained in this document is an average of test results and do not implicate any guarantee of our part. 
We recommend our users to test the products before installation of any specific GAP hose. 

Spring steel wire

Hose material


