
Heavy duty hose for delivery and discharge of liquids
PVC wall and rigid PVC helix

Material :
Soft PVC wall diameter

Rigid PVC helix in

mm mm kg/m mm bar bar m

Color : 40 5,2 0,870 200 10 0,95 25

Grey 50 5,8 1,230 250 8 0,95 25

60 6 1,555 280 8 0,90 25

Temperature : 63 6,2 1,635 290 7 0,90 25

-5°C / + 60°C 70 6,2 1,865 310 7 0,90 25

75 6,5 2,050 350 7 0,90 25

Applications : 80 6,5 2,255 370 7 0,90 25

Delivery and suction of 90 7 2,612 410 5 0,90 25

liquids for industries, agriculture, 100 7 3,075 480 5 0,90 25

irrigation, water supply, tanker truck. 105 7,5 3,325 530 5 0,85 25

110 7,7 3,635 580 5 0,85 25

Caracteristics : 120 8,2 4,100 640 5 0,85 25

Smooth inside, grey wall 125 8,6 4,270 700 5 0,85 25

Very good flexibility 150 10 6,150 800 3 0,85 25

Good resistance to UV. 200 12 10,000 1150 2 0,80 10

Heavy construction.

Further diameters avalaible upon request.

Special constructions : Technical data are based on +20°C.

Vidaspir MV

Vidaspir MG

Vidaspir PUR

Vidaspir PUR S ANT

Vidaflex 
VidafleX NT
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Technical data contained in this document is an average of test results and do not implicate any guarantee of our part. 
We recommend our users to test the products before installation of any specific GAP hose. 

GAP PLASTOMERE - ZI Sud - Chemin de Fortuneau - BP 324 - F26208 MONTELIMAR CEDEX - France

Tel: +33 4 75 01 75 75 - Fax: +33 4 75 52 02 27 - www.gap-plastomere.com - info@gap-plastomere.com

maximum 
vacuum

GERFLUID - VIDASPIR S

TECHNICAL DATA

Mat. 
Thickness

Single 
Length

weight

Hard PVC Helix
Soft Superelastic PVC wall

Hard PVC Helix
Soft Superelastic PVC wall


